
handytraxx play cartridge replacement JICO J44 A7 DJ IMP SD  

Tools required: Soldering iron, precision flathead screwdriver (1.8mm〜2.5 mm) 

Note: A needle pressure gauge and headshell cartridge mounting screws are required separately for 

cartridge replacement. 

Step 1 
Put a cloth on the table to protect the unit.  

 
Step 2 
Hold the left/right nuts with your fingers. 

 
Step 3 
Remove the screws with a “-“ screwdriver.  

 
Step 4 
Remove the screws and washers. 

 
Step 5 
Desolder and detach the tonearm wires with a 
soldering iron 

 

Step 6 
Remove the CM cartridge 

 



Step 7 
Take the MM cartridge, JICO J44 A7 DJ IMP SD 

 
Step 8 
Solder the tonearm wires on the cartridge, the 

relative positions of each colors of wire are 
shown on the right photo.  

  

Step 9 
After soldering, check the soldering is well and 

no mistake connection.  

 
Step 10 
Prepare the following specification headshell 
cartridge mounting screws. 
Material Aluminum 
Screw diameter M2.5 
Length 17.5-18.5mm  
Step 11 
Slightly fasten (2~4 thread) a set of screw and 
nut on the headshell. 

 
Step 12 
Locate the notch of cartridge J44 A7on the screw 

and nuts that sit on the headshell. 

 

Step 13 
Take another set of screw and nuts insert them 
from headshell top to let it sit on the other side 
of cartridge notch.  

 

White wire 

White GND 
Red wire 

Red GND 



Step 14 
Insert a nut.  

 
Step 15 
Fasten the screw with a “-“ screwdriver, do not 

fasten tightly.  

 
Step 16 
Adjust the both screws to let them side at the 
center of headshell, then fasten the screws on 
step 15.  

 
Step 17 
After assembly, confirm the cartridge and stylus 
position. 
1! ! Cartridge should sit parallelly with 

headshell.  
2! ! Stylus should sit vertically with the groove 

of headshell.    

Step 18 
Put the feltmat on platter, locate the stylus 
pressure meter on above it, as shown on right 
photo. 

 

Groove 



Step 19 
Reset the stylus pressure meter, open the 
cartridge cover to let stylus sitting on the meter, 
the stylus pressure data will be display on the 
meter.  

 
Step 20 
1.! Lift and hold the tonearm 
2.! Counter-clockwise rotate the screw to adjust 

the stylus pressure. 

 
Step 21 
Repeat step 20 until reach the required stylus 
pressure (4.05g)  
(J44A-7 stylus pressure :  3.5 ~ 4.5 grams) 

 

 

Hold 


